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Location Details
Address: Industriepark 2H, 9820 Merelbeke

Location: 50.98’677  N 3.76’791 E

Telephone: +32 27 61 65 00

Email: info@interoute.be

Website: www.interoute.be

Building Specification
A purpose built technical facility with 786  m2 equipped areas  
in service or being currently build out – Expansion available

Utilities
Power supply: Up to 1,500kVA in 2N configuration

Generators: Up to 1,300kVA redundant

UPS: Up to 400kW in N+1 configuration 

Cooling: Up to 425kW in N+1 configuration 

Lighting: Operational (400 Lux) and Emergency

Connectivity
Double fibre entry with diversify paths within the building.

Connects directly to Interoute backbone network

Security
24 x 7 NOC Staff

Customer access list

Perimeter and Internal CCTV

Fenced area, Mantrap

Fire Detection: Early Smoke Detection

Fire Supression: FirePro

Cooling
Temperature 23 degrees C +/- 3 degrees

Humidity of 50% (+/- 10%)

Support
365 x 24 x 7 helpdesk
24 x 7 Hands & Eyes (on demand)

CO-LOCATION

Ghent – GNE-MAE

40 Co-location Centres in Europe including:

•	 Amsterdam
•	 Berlin
•	 Brussels
•	 Geneva
•	 Ghent
•	 Madrid 

•	 Munich
•	 Paris
•	 London
•	 Rome
•	 Stockhoolm
•	 Zurich

Co-location Services
SLA: Power availability = 99.999%

Service Type: Data Centre
¼ rack
½ rack
rack
footprint

Power Feed: A+B Feed

AC Power: 4A, 8A, 10A,16A and 32A

DC power: 10A, 20A, and 40A

Other power configuration on demand

Cage and Privates Suites: configuration on demand

Full range of Interoute connectivity and managed services


